


Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HK 116
Comment 2: Freq:194.890MHz Pmax:-62.86dBm RBW:10/100KHz
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MES  1. TC_12_2_1_900_h    
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX

14.07.08  17:41   Overview / Antenna horizontal page   2/26



Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz,notch-f.
Comment 2: Freq:715.331MHz Pmax:-57.23dBm RBW:0.1/3MHz
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MES  2. TC_12_2_1_900_v    
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX
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Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz,notch-f.
Comment 2: Freq:601.703MHz Pmax:-58.10dBm RBW:0.1/3MHz
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MES  2. TC_12_2_1_900_h    
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX
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Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz,notch-f.
Comment 2: Freq:898.580MHz Pmax:-67.70dBm RBW:1MHz to 30KHz
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MES  3. TC_12_2_1_900_v    
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX
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Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz,notch-f.
Comment 2: Freq:867.134MHz Pmax:-62.32dBm RBW:1MHz to 30KHz
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MES  3. TC_12_2_1_900_h    
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX
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Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz,notch-f.
Comment 2: Freq:941.473MHz Pmax:-56.36dBm RBW:30KHz to 1MHz
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MES  4. TC_12_2_1_900_v    
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX
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Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz,notch-f.
Comment 2: Freq:929.970MHz Pmax:-62.44dBm RBW:30KHz to 1MHz
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MES  4. TC_12_2_1_900_h    
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX
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Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz,notch-f.
Comment 2: Freq:947.535MHz Pmax:-56.12dBm RBW:3MHz
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MES  5. TC_12_2_1_900_v    
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX
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Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz,notch-f.
Comment 2: Freq:960.100MHz Pmax:-59.40dBm RBW:3MHz
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MES  5. TC_12_2_1_900_h    
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX
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Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz, High Pass
Comment 2: Freq:1.806GHz Pmax:-41.54 RBW:3MHz
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MES  6. GSM09_s_4.0_v      
LIM  GSM_F_Tx              

14.07.08  18:02   Overview / Antenna vertical

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
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Radiated spurious emissions-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz, High Pass
Comment 2: Freq:1.806GHz Pmax:-34.40 RBW:3MHz
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MES  6. GSM09_s_4.0_h      
LIM  GSM_F_Tx              

14.07.08  18:05   Overview / Antenna horizontal

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
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2.Harmonic-MS allocated channel 62
EGSM 900 (Fully anechoic chamber)

Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz, High Pass
Comment 2: Freq:1.805GHz Pmax:-38.71 RBW:3MHz
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MES  7. GSM09_1.8_v        
LIM  GSM_F_Tx              

14.07.08  18:12   Final measurement / Antenna vertical

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
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2.Harmonic-MS allocated channel 62
EGSM 900 (Fully anechoic chamber)

Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz, High Pass
Comment 2: Freq:1.805GHz Pmax:-30.97 RBW:3MHz
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MES  7. GSM09_1.8_h        
LIM  GSM_F_Tx              

14.07.08  18:08   Final measurement / Antenna horizontal

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
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3.Harmonic-MS allocated channel 62
EGSM 900 (Fully anechoic chamber)

Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz, High Pass
Comment 2: Freq:2.707GHz Pmax:-50.23 RBW:3MHz
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MES  8. GSM09_2.7_v        
LIM  GSM_F_Tx              

14.07.08  18:18   Final measurement / Antenna vertical

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
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3.Harmonic-MS allocated channel 62
EGSM 900 (Fully anechoic chamber)

Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz, High Pass
Comment 2: Freq:2.707GHz Pmax:-44.71 RBW:3MHz
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Frequency [Hz]

MES  8. GSM09_2.7_h        
LIM  GSM_F_Tx              

14.07.08  18:15   Final measurement / Antenna horizontal

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
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4.Harmonic-MS allocated channel 62
EGSM 900 (Fully anechoic chamber)

Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz, High Pass
Comment 2: Freq:3.610GHz Pmax:-48.46 RBW:3MHz
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MES  9. GSM09_3.6_v        
LIM  GSM_F_Tx              

14.07.08  18:24   Final measurement / Antenna vertical

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
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4.Harmonic-MS allocated channel 62
EGSM 900 (Fully anechoic chamber)

Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz, High Pass
Comment 2: Freq:3.610GHz Pmax:-48.19 RBW:3MHz
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MES  9. GSM09_3.6_h        
LIM  GSM_F_Tx              

14.07.08  18:21   Final measurement / Antenna horizontal

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
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Radiated TX Power-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Power Control Level 5
Comment 1: Dist.: 3m, Ant.: HL 223, 
Comment 2: Freq:902.475MHz Pmax:24.59dBm RBW:3MHz
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MES  10. GSM_Power_v       
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX

14.07.08  18:27   Final measurement  / Antenna vertical page   19/26



Radiated TX Power-MS allocated ARFCN 62
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Power Control Level 5
Comment 1: Dist.: 3m, Ant.: HL 223, 
Comment 2: Freq:902.425MHz Pmax:24.50dBm RBW:3MHz
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MES  10. GSM_Power_h       
LIM  TC_12_2_1_GSM_PCS     limit GSM - EGSM - PCS; TX
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Radiated spurious emissions-MS in idle mode
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HK 116, Ampl.: None
Comment 2: Freq:194.890MHz Pmax:-60.27dBm RBW:10-100KHz
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MES  1. TC_12_2_2_v        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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Radiated spurious emissions-MS in idle mode
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HK 116, Ampl.: None
Comment 2: Freq:194.890MHz Pmax:-64.35dBm RBW:10-100KHz
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MES  1. TC_12_2_2_h        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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Radiated spurious emissions-MS in idle mode
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.: 0.2-1GHz
Comment 2: Freq:225.651MHz Pmax:-59.98dBm RBW:100KHz

-86.05

-80.00

-75.00

-70.00

-65.00

-60.00

-55.00

-50.00

Level [dBm]

200M 300M 400M 500M 600M 700M 800M 900M 1G

Frequency [Hz]

MES  2. TC_12_2_2_v        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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Radiated spurious emissions-MS in idle mode
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.: 0.2-1GHz
Comment 2: Freq:666.533MHz Pmax:-61.94dBm RBW:100KHz
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MES  2. TC_12_2_2_h        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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Radiated spurious emissions-MS in idle mode
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.: 1-4GHz
Comment 2: Freq:1.060GHz Pmax:-55.02dBm RBW:100KHz
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MES  3. TC_12_2_2_v        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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Radiated spurious emissions-MS in idle mode
EGSM 900 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.: 1-4GHz
Comment 2: Freq:1.018GHz Pmax:-53.39dBm RBW:100KHz
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MES  3. TC_12_2_2_h        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HK 116
Comment 2: Freq:194.589MHz Pmax:-58.52dBm RBW:10/100KHz
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MES  1. TC_12_2_1_1800_v   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HK 116
Comment 2: Freq:186.774MHz Pmax:-60.29dBm RBW:10/100KHz
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MES  1. TC_12_2_1_1800_h   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz
Comment 2: Freq:503.006MHz Pmax:-44.50dBm RBW:0.1/3MHz
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MES  2. TC_12_2_1_1800_v   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.:0.2-1GHz
Comment 2: Freq:503.006MHz Pmax:-44.81dBm RBW:0.1/3MHz
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MES  2. TC_12_2_1_1800_h   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.
Comment 2: Freq:1.587GHz Pmax:-49.82dBm RBW:3MHz to 30KHz
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MES  3. TC_12_2_1_1800_v   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.
Comment 2: Freq:1.474GHz Pmax:-51.59dBm RBW:3MHz to 30KHz
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MES  3. TC_12_2_1_1800_h   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.
Comment 2: Freq:1.683GHz Pmax:-54.92dBm RBW:30KHz to 3MHz
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MES  4. TC_12_2_1_1800_v   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.
Comment 2: Freq:1.682GHz Pmax:-56.76dBm RBW:30KHz to 3MHz
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Frequency [Hz]

MES  4. TC_12_2_1_1800_h   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.
Comment 2: Freq:1.812GHz Pmax:-57.45dBm RBW:1MHz
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MES  5. TC_12_2_1_1800_v   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.
Comment 2: Freq:1.812GHz Pmax:-57.50dBm RBW:1MHz
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Frequency [Hz]

MES  5. TC_12_2_1_1800_h   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.,High Pass
Comment 2: Freq:3.496GHz Pmax:-41.09dBm RBW:3MHz
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MES  6. TC_12_2_1_1800_v   
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.,High Pass
Comment 2: Freq:3.496GHz Pmax:-40.59dBm RBW:3MHz
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MES  6. TC_12_2_1_1800_h   
LIM  TC_12_2_1_DCS         limit DCS; TX
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2.Harmonic-MS allocated channel 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.,High Pass
Comment 2: Freq:3.494GHz Pmax:-37.73dBm RBW:3MHz
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MES  7. GSM_Harm_v         
LIM  TC_12_2_1_DCS         limit DCS; TX
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2.Harmonic-MS allocated channel 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.1
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.:1-4GHz,notch-f.,High Pass
Comment 2: Freq:3.495GHz Pmax:-36.59dBm RBW:3MHz
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MES  7. GSM_Harm_h         
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated TX Power-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Power Control Level 0
Comment 1: Dist.: 3m, Ant.: HL 025, 
Comment 2: Freq:1.747GHz Pmax:21.61dBm RBW:3MHz
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MES  8. GSM_Power_v        
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated TX Power-MS allocated ARFCN 697
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Power Control Level 0
Comment 1: Dist.: 3m, Ant.: HL 025, 
Comment 2: Freq:1.747GHz Pmax:23.38dBm RBW:3MHz

-15.69

-10.00

0.00

10.00

20.00

30.00

35.00

Level [dBm]

1.735G 1.74G 1.745G 1.75G 1.755G 1.76G

Frequency [Hz]

MES  8. GSM_Power_h        
LIM  TC_12_2_1_DCS         limit DCS; TX
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Radiated spurious emissions-MS in idle mode
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HK 116, Ampl.: None
Comment 2: Freq:194.890MHz Pmax:-61.63dBm RBW:10-100KHz
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MES  1. TC_12_2_2_v        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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Radiated spurious emissions-MS in idle mode
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HK 116, Ampl.: None
Comment 2: Freq:194.289MHz Pmax:-60.10dBm RBW:10-100KHz

-91.15

-80.00

-70.00

-60.00

-50.00

Level [dBm]

30M 60M 80M 100M 120M 140M 160M 180M 200M

Frequency [Hz]

MES  1. TC_12_2_2_h        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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Radiated spurious emissions-MS in idle mode
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.: 0.2-1GHz
Comment 2: Freq:961.523MHz Pmax:-81.83dBm RBW:100KHz
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MES  2. TC_12_2_2_v        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX

14.07.08  17:09   Overview / Antenna vertical page    19/22



Radiated spurious emissions-MS in idle mode
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HL 223, Ampl.: 0.2-1GHz
Comment 2: Freq:961.523MHz Pmax:-85.02dBm RBW:100KHz
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MES  2. TC_12_2_2_h        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX

14.07.08  17:08   Overview / Antenna horizontal page    20/22



Radiated spurious emissions-MS in idle mode
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.: 1-4GHz
Comment 2: Freq:3.952GHz Pmax:-65.27dBm RBW:100KHz
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MES  3. TC_12_2_2_v        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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Radiated spurious emissions-MS in idle mode
DCS 1800 (Fully anechoic chamber)

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel:
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: GSM 11.10-1 testcase 12.2.2
Comment 1: Dist.: 3m, Ant.: HL 025, Ampl.: 1-4GHz
Comment 2: Freq:3.928GHz Pmax:-65.30dBm RBW:100KHz
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MES  3. TC_12_2_2_h        
LIM  TC_12_2_2_GSM_DCS     limit EGSM 900 - DCS 1800; RX
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