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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HK 116
Comment 2: Freq:177.515MHz Pmax:-67.09dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HK 116
Comment 2: Freq:180.240MHz Pmax:-66.79dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 223, ampl.: 0.1-1Ghz
Comment 2: Freq:666.533MHz Pmax:-54.86dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 223, ampl.: 0.1-1Ghz
Comment 2: Freq:664.930MHz Pmax:-57.72dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, notch filter
Comment 2: Freq:3.843GHz Pmax:-38.49dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, notch filter
Comment 2: Freq:1.935GHz Pmax:-39.02dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 4-8GHz
Comment 2: Freq:7.936GHz Pmax:-52.67dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 4-8GHz
Comment 2: Freq:5.772GHz Pmax:-47.46dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 8-18GHz
Comment 2: Freq:12.169GHz Pmax:-46.88dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 8-18GHz
Comment 2: Freq:11.532GHz Pmax:-44.06dBm RBW: 1 MHz
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Carrier power, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 025
Comment 2: Freq:1.923GHz Pmax:14.54dBm RBW: 10 MHz
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Carrier power, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9613
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 025
Comment 2: Freq:1.925GHz Pmax:20.06dBm RBW: 10 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HK 116
Comment 2: Freq:172.405MHz Pmax:-66.86dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HK 116
Comment 2: Freq:189.780MHz Pmax:-66.27dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 223, ampl.: 0.1-1Ghz
Comment 2: Freq:664.930MHz Pmax:-51.69dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 223, ampl.: 0.1-1Ghz
Comment 2: Freq:467.735MHz Pmax:-58.72dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, notch filter
Comment 2: Freq:3.894GHz Pmax:-38.64dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, notch filter
Comment 2: Freq:1.934GHz Pmax:-34.19dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 4-8GHz
Comment 2: Freq:5.844GHz Pmax:-48.31dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 4-8GHz
Comment 2: Freq:5.852GHz Pmax:-47.37dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 8-18GHz
Comment 2: Freq:11.693GHz Pmax:-44.30dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 8-18GHz
Comment 2: Freq:11.703GHz Pmax:-45.29dBm RBW: 1 MHz
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Carrier power, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 025
Comment 2: Freq:1.950GHz Pmax:16.15dBm RBW: 10 MHz
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Carrier power, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 025
Comment 2: Freq:1.951GHz Pmax:20.27dBm RBW: 10 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 3m, Ant.: HK 116,
Comment 2: Freq:164.569MHz Pmax:-66.30dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 3m, Ant.: HK 116,
Comment 2: Freq:183.988MHz Pmax:-66.24dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 3m, Ant.: HL 223, ampl.: 0.1-1Ghz
Comment 2: Freq:884.569MHz Pmax:-58.28dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 3m, Ant.: HL 223, ampl.: 0.1-1Ghz
Comment 2: Freq:467.735MHz Pmax:-57.46dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 1-4GHz
Comment 2: Freq:2.136GHz Pmax:-48.97dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 1-4GHz
Comment 2: Freq:1.331GHz Pmax:-55.10dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 4-8GHz
Comment 2: Freq:7.888GHz Pmax:-52.80dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 4-8GHz
Comment 2: Freq:7.888GHz Pmax:-53.61dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 8-12.75GHz
Comment 2: Freq:11.665GHz Pmax:-57.38dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9750
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: RX
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 8-12.75GHz
Comment 2: Freq:12.531GHz Pmax:-57.57dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HK 116
Comment 2: Freq:162.525MHz Pmax:-66.18dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HK 116
Comment 2: Freq:76.333MHz Pmax:-66.32dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 223, ampl.: 0.1-1Ghz
Comment 2: Freq:666.533MHz Pmax:-51.86dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 223, ampl.: 0.1-1Ghz
Comment 2: Freq:664.930MHz Pmax:-59.07dBm RBW: 100 kHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, notch filter
Comment 2: Freq:3.863GHz Pmax:-38.77dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, notch filter
Comment 2: Freq:3.956GHz Pmax:-38.41dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 4-8GHz
Comment 2: Freq:5.932GHz Pmax:-52.51dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 4-8GHz
Comment 2: Freq:5.932GHz Pmax:-49.79dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 8-18GHz
Comment 2: Freq:11.865GHz Pmax:-45.87dBm RBW: 1 MHz
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Spurious emissions under normal conditions, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Walter
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 1m, Ant.: HL 025, ampl.: 8-18GHz
Comment 2: Freq:12.617GHz Pmax:-46.12dBm RBW: 1 MHz
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Carrier power, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 025
Comment 2: Freq:1.978GHz Pmax:16.78dBm RBW: 10 MHz
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Carrier power, OpBI
in accordance to the EN 301 908-1

Approval Holder: Falcom Wireless Communications GmbH
EUT/Model/Order No. : GSM/UMTS Stick / Samba3G-E / G0M20807-1884
Channel: 9887
Test Site / Operator: Eurofins Product Service GmbH   /   Mr. Pfeufer
Test Conditions: 23°C   /   Unom.: (USB Charging)
Test Specification: Fully anechoic chamber / mode: Tx
Comment 1: Dist.: 3m, Ant.: HL 025
Comment 2: Freq:1.978GHz Pmax:21.45dBm RBW: 10 MHz
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